[image: ]



[bookmark: _GoBack][image: ]
image1.png
Board breadboard:avr:atmegad2dbh doesn't define a 'build.board’ preference. Auto-set to: AVR ATMEGA32983
Sketch uses 9018 bytes (293) of program storage space. Maximum is 30720 bytes.
Global variables use 868 bytes of dynamic memory.
5tk500_recv(): programmer is not responding
5tK500_getsync() actempt 1 of 103 not in syn
: 3tk500_recv(): programer is not responding
5tKS00_getsync() acttempt 2 of 103 not in syn
5tk500_recv(): programmer is not responding
: 5tKS00_getsync() actempt 3 of 103 not in sync:
: 3tk500_recv(): programer is not responding
5tKS00_getsync() actempt 4 of 103 not in syn
: 3tk500_recv(): programer is not responding
: 5tKS00_getsync() actempt S of 103 not in sync:
5tk500_recv(): programmer is not responding
5tKS00_getsync() attempt € of 103 not in syn
: 3tk500_recv(): programer is not responding
5tKS00_getsync() actempt 7 of 103 not in syn
5tk500_recv(): programmer is not responding
: 5tk500_getsync() attempt 8 of 10: not in sync: resp=Oxse
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Warning: Board breadboard:avr:atmega32shb doesn't define a 'build.board’ preference. Auto-set to: AVR ATMEGA328EB
Build options changed, rebuilding all

Sketch uses 9018 bytes (27%) of program storage space. Maximm is 32256 bytes.

Global variables use 868 bytes (42%) of dynamic memory, leaving 1180 bytes for local variables. Maximm is 2048 bytes.





